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RELATED ITEMS:
HDK-97ARRI
HDK-970A
HDK-97A/C
HDK-95C
HDK-79GX
HDK-55
HDK-5500
CCU-980/M
CCU-970/M
BS-98

3G HDTV Fibre Adaptor

Stand-alone Camera Adaptor

FA-97A

3G fibre adaptor for Unicam enables 1080 progressive, 1080 / 100 i double 
speed and full colour 4:4:4 transmission.

CA-75HD

Camera Adaptor for Unicam series HD camera.

RELATED ITEMS:
HDK-97ARRI
HDK-97A/C
HDK-95C
HDK-79GX
HDK-55
HDK-5500
HC-HD300

RATINGS / PERFORMANCE

Input 
Signals

External Sync SYNC 0.6 Vp-p ±6 dB 75 Ω BNC CN 1 ch (BB / PS Signal) 

Audio -60 dB to +4 dB (variable) / -20 dB (fixed) XLR CN 2 ch  
(600 Ω balanced)    

Video Trunk Serial Digital 75 Ω BNC 1 ch (Option)  

Intercom XLR Type or 110 Type CN 2 ch  

Output 
Signals

3G-SDI/HD-SDI Serial Digital 75 Ω BNC 1 ch  

Analog Video R, G, B D-Sub CN 1 ch (for System Expander)

Q-TV VBS signal 1 ch

HD Q-TV* Serial Digital 75 Ω BNC 1 ch (Option)

Monitor Video 
(1.5G)

VF / RET / MON (MENU Selection)
Serial Digital 75 Ω BNC 1 ch or
VF / RET / MON / HD Q-TV (MENU Selection)
Serial Digital 75 Ω BNC 1 ch (factory option)
*Optional HD Q-TV (Trunk) module should be installed in CCU

Intercom 0 dBs 4 ch (ENG / PROD / PGM1 / PGM2) XLR Type or 110 Type CN 

RATINGS / PERFORMANCE

Input 
Signals

External Sync BNC x 1 (BB or 3 state SYNC)   

Audio AUDIO IN XLR 3 pin x 2
LINE =+4 dB, MIC= -60 dB, +48 V on / off
Input level VR x 2
Input limitter on / off  

HD-SDI Return BNC x 1    

Remote Control 8-pin remote control for Ikegami remote panels

DC-Power DC Power V mount plate x 2, DC in XLR 4 pin 

Output 
Signals

HD-SDI HD-SDI out x 2

Audio  Embedded audio CH 1/2

DC-Out DC OUT +12 V XLR 4 pin (F) x 1
DC OUT +12 V mini 4-pin x 2
DC OUT 12 V CAMTAP x 1
USB 5 V 2 A x 2    

Power Requirement DC12 V (10.8 to 18 V)

Ambient Temperature -20 °C to +45 °C

Dimension / Weight W 160 x H 235 x D 240 mm / 2.0 kg


