
 

4K HDMI 2.0, DISPLAYPORT 1.2   

PRESET FUNCTION WITH IKEGAMI MEDICAL 

ON

OUTSTANDING PICTURE QUALITY
    

EASY TO USE

with MKC-750UHD 4K camera 
Photo: MLW-2750UHD

PICTURE ENHANCEMENT FUNCTION 

AND VARIOUS INTERFACE OPTIONS

PICTURE OPTIMISATION FUNCTION
  

AL

with MKC-750UHD 4K cam
Photo: MLW-2750UHD

PICTURE ENHANCEMENT FUNCTION 

Perfectly customer-oriented design
MLW-2750UHD

GRADE CAMERAS
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MLW-2750UHD
 

Size 27" class (27.0" diagonal)
Panel Type IPS

Colour Gamut
 (CIE1931) sRGB 115% 

Colour Depth
(Number of Colors)

10bit colour 
(1.07B)

Aspect Ra 16:9
R 3840 x 2160
Brightness 

(Typ.) 800 cd/m2

Contrast Ra
(Original) 1000:1

Response Time_Typ. 
(on/o ) 14ms (Typ)

Viewing Angle
178 / 178 degrees

Surface Treatment
With Op cal Bonding Glass

 (1.3T, An Re n ger)

4K

DisplayPort (1.2) x1 
HDMI (2.0) x1 

DisplayPort (1.2) x1 

HD/PC

3G SDI x1
D

3G SDI x1
D

USB or service only
Others RS

Cable Cover (Rear) Available

O
Input V, 50/60Hz

Power Consump 120W
MUL AY

PIP Available
PBP Available

a
Safety DA, MDD, Medical UL, cUL, CE, KC

Water, Dust Proof ront) IP35, (Rear) IP32
Others 

Weight 7.7kg (17 lb)
Dimensions 654.4 x 410.9 x 58 (mm)
Motor an anless

Standard Accessory

Instruc  manual, Power cable (2pcs), 

AC/DC adaptor, DisplayPort cable, 

HDMI cable

U424A199-SELF




