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System ExpanderSE-U430NEW

RATINGS / PERFORMANCE

Dimensions DW 333 x H 329.5 x D 403 mm

Weight SE-U430: Approx. 12.5 kg
LS-U430: Approx. 2.9 kg

Ambient Temperature -20 °C to +45 °C

Ambient Humidity 30 % to 90 % (non-condensing)

Power for lens DC 12 V 3.0 A

Power for script lighting DC 12 V 1 A

RELATED ITEMS:
UHK-430
VFL701D
VFE741D
CCU-430

n Portable Lens also can be attached n Improved lens swap mechanism

The SE-U430 System Expander enables the use of a large studio view-
fi nder and studio lenses with the UHK-430, converting the portable cam-
era into a full facility studio camera. Installation of the camera into the 
SE-U430 is very easy, and conversion back to portable confi guration is 
quick for maximum operating fl exibility. The camera can be slide back by 
releasing the lens lock while maintaining the optical axis of the lens and 
camera . This makes the swapping of large lenses very easy.

RATINGS / PERFORMANCE

Power Supply DC12 V (DC + 10.5 V to + 18 V) 18 W

Ambient Humidity 20 % to 85 % (non-condensing) 

Dimensions / Weight W 215 x H 72 x D 156 mm - Approx. 780 g or less

Input Signals 1.5G & HD-SDI BNC x1 - 75 Ω    

Screen 155.52 mm × 87.48 mm LCD H 1920 x V 1080   

Screen Brightness 220 cd/m2 or more

Colour 16.77 Million (RGB 8 bit/ea)

Contrast Ratio 200:1 (typical)    

Angle of visibility Vertical 45 ° and horizontal 45 °

2-inch LCD Colour Viewfi nder          VFL201D

RELATED ITEMS:
UHK-430
VFL701D
VFE741D
CCU-430

The VFL201D is a 2-inch LCD Viewfi nder developed for UHK-430. It uses 
a QHD LCD Panel with the resolution of 960 horizontal pixels and 540 
vertical pixels, and allows full colour and high resolution video monitor-
ing. They apply the new Focus Assist function that supports accurate 
focusing in both 4K and HD modes. The digital interface allows access 
to the camera menu from the Viewfi nder.

NEW
n Bidirectional Digital I/F
n Function Switch
n Preset Mode
n Peaking Function

n Y TALLY
n Various Marker Functions
n Shadow Function


