
SECURITY80

Infra Red Vari-Focal LensesTTV-LENS SERIES
RATINGS / PERFORMANCE

Model Sensor size Focal length Iris type Features Body colour

TTV3010DC 1/3“ f=3.0~8 mm Manual Aspherical Beige

TTV3010DC-IR 1/3“ f=3.0~8 mm DC IR-corrected Black

TTV2814M 1/3“ f=2.8~11 mm Manual Aspherical Beige

TTV2814DC 1/3“ f=2.8~11 mm DC Aspherical Beige

TTV2814DC-IR 1/3“ f=2.8~11 mm DC IR-corrected Black

TTV5014M 1/3“ f=5~50 mm Manual Aspherical Beige

TTV5014DC 1/3“ f=5~50 mm DC Aspherical Beige

TTV2016DC 1/3“ f=20~100 mm DC Aspherical Black

TTV4012M-IR 1/2“ f=4.0~12 mm Manual IR-corrected Black

TTV4012DC-IR 1/2“ f=4.0~12 mm DC IR-corrected Black

TTV1014M-IR 1/2“ f=10~40 mm Manual IR-corrected Black

TTV1014DC-IR 1/2“ f=10~40 mm DC IR-corrected Black

LMVZ990A-IR 1/2“ f=9~90 mm DC IR-corrected Black

RATINGS / PERFORMANCE

Pickup Device (H x V) 1/3“ interline Transfer CCD: 752 (H) 582(V)

Pixels /  S / N Ratio Approx. 480,000 pixels / 52 dB

Sync System Cristal-Lock

Scanning System /  Horizontal Resolution 2:1 interlaced PAL /  700 TV Lines (Colour)

Video Output VS 1.0 Vp-p / 75Ω

Min. Illumination 0.37 lux / F1.2 (Sens-up off, IRE 50%, Colour); 0.007 lux / F1.2 (Sens-up x 32, IRE 50%, Colour)

0.22 lux / F1.2 (Sens-up off, IRE 25%, B/W); 0.0007 lux / F1.2 (Sens-up x32, IRE 25%, B/W)

Day / Night Function / Auto Gain Control Selectable

White Balance ATW / AWC, MANUAL

Wide Dynamic Range Built-in, and variable

Electronic Sensitivity Up Built-in, ON / OFF selectable 

Auto Iris Function DC iris (level adjustable)

Focus EZ Function /  Detail Correction Built-in

Lens Mount / Camera Mount CS-mount (C-mount adaptor can be used) / 1/4“ - 20 UNC (each one for upper / bottom)

Dimensions / Weight W 60 x H 58 x D 108 mm / 310 g

Power Requirement DC12 V ± 10 % 

1/3” CCD High Resolution True Day/Night CameraICD-520VP
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