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TA-97

Compression free analogue HD triax Transmission Adaptor for Unicam HD. 

1.5G transmission Fibre Adaptor for Unicam HD with limited cable length 
by aff ordable cost.

1.5G HDTV Aff ordable Fibre AdaptorFA-300
RELATED ITEMS:
HC-HD300
BSF-300

HDTV Analogue Triax Transmission Adaptor

RELATED ITEMS:
HDK-97A/C
HDK-95C
HDK-79GX
HDK-55
HDK-5500
CCU-980M
CCU-970M

RATINGS / PERFORMANCE

Transmission Interface Neutrik optical CON DUO, maximum distance 250 m

Output 
Format

HDTV 1080 i 50 / 59.94 YPbPr 4:2:2 / 720 p 50 / 59.94 YPbPr 4:2:2 

SDTV 576 i 50 YPbPr 4:2:2 & 480 i 59.94 YPbPr 4:2:2  

Input Signals External Sync SYNC 0.6Vp-p ±6 dB 75 Ω BNC type 1 ch  

Audio -60 dB to +4 dB (variable) / -20dB (fi xed) XLR type 2 ch
(600 Ω balanced)    

Intercom XLR type or 110 type 2 ch

Output 
Signals

HD-SDI BNC type 1 ch

AUX-Out VBS signal, BNC type 1 ch
(QTV-1 or Main video selectable by menu) 

Monitor Video HD-SDI, BNC type 1 ch
(VF, RET or Main video selectable by menu)

DC-Out  +12 VDC 500 mA (max.), 4-pin type 1 ch 

RATINGS / PERFORMANCE

Output Format 1080 i or 720 p (59.94 Hz or 50 Hz) 

Input Signals
(with HDK-55)

External Sync BB/PS 0.6 Vp-p ±6 dB 75 Ω BNC CN 1 ch  

Audio -60 dB to +4 dB (variable) / -20 dB (fi xed)
XLR CN 2 ch (600 Ω balanced)

Intercom Intercom 2 ch XLR-5 or 7-Pin, ENG & PROD Line

Output 
Signals
(with HDK-55)

HD-SDI BNC 1 ch

Analog Video R,G,B D-Sub CN 1 ch (for System Expander)

Q-TV VBS BNC 1 ch (Q-TV / Mon HD-Y video selectable)

Monitor Video SDI BNC 1 ch (VF / RET / Main video selectable) 

Transmission Length
(Main Line / RET Signal)

75 m to 500 m diameter 9.2 mm by BELDEN
150 m to 1000 m diameter 13.2 mm by BELDEN
75 m to 750 m diameter 8.8 mm by FUJIKURA
150 m to 1350 m diameter 14.5 mm by FUJIKURA


