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HDTV Camera Fibre Adaptor

HDTV Digital Triax Transmission Adaptor

FA-55

1.5G transmission fibre adaptor for Unicam HD which make it 
possible to migrate HDTV environment by  aff ordable cost.

DTA-55

The DTA-55 employs the latest Detail Triax technology which delivers 
high quality HDTV picture.

RELATED ITEMS:
HDK-97ARRI
HDK-97A/C
HDK-95C
HDK-79GX
HDK-55
HDK-5500
HC-HD300
BST-55

RATINGS / PERFORMANCE

Input Signals 
(with HDK-55)

Audio -60 dB to +4 dB (variable) / -20dB (fi xed) 2 ch (600 Ω balanced)

Intercom XLR Type or 110 Type CN 2 ch

Output 
Signals
(with HDK-55)

HD-SDI Serial Digital 75 Ω 1 ch
The output signal should be fi xed with main video signal
in self-contained operation and fi xed to RET signal in 
triax operation

Analog Video R,G,B D-Sub CN 1 ch (for System Expander)

Q-TV SD-SDI Signal 1 ch

Monitor Video VF / RET / MON (MENU Selection)
Serial Digital 75 Ω BNC 1 ch

Intercom 0 dBs 4 ch (ENG / PROD / PGM1 / PGM2) 
XLR Type or 110 Type CN

RELATED ITEMS:
HDK-79GX
HDK-55
HDK-5500
HC-HD300
CCU-980/M
CCU-970/M
BS-98
BSF-55

RATINGS / PERFORMANCE

Input 
Signals

External Sync SYNC 0.6 Vp-p ±6 dB 75 Ω BNC 1 ch

Audio -60dB to +4dB (variable) / -20dB (fi xed) 2 ch 
(600 Ω balanced)

Intercom XLR Type or 110 Type CN 2 ch

Output 
Signals

HD-SDI Serial Digital 75 Ω 1 ch

Analog Video R, G, B D-Sub CN 1ch (for System Expander)

AUX-Out VBS signal 1 ch
(QTV-1, QTV-2 or Main video selectable by menu)

Q-TV VBS signal 1 ch

Monitor Video VF / RET / MON (MENU Selection)
Serial Digital 75 Ω BNC 1 ch

Intercom 0 dBs 4 ch (ENG / PROD / PGM1 / PGM2) 
XLR Type or 110 Type CN

DC-Out +12VDC 500 mA (max.) 4-pin type 1 ch


