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HDL-45E1 

Scanning System

【HDL-45E】

Weight

Power Requirement

Quantization

Sampling Frequency

Electronic Color
Compensation

Optical Filter
w/Full Servo

Sensitivity

Effective Pixels

Image Sensor

【HDL-45E1】

1080/59.94i, 1080/50i,
1080/29.97psF, 1080/25psF
 * psF is the Segmented Frame format

1080/59.94i, 1080/50i,
1080/29.97psF, 1080/25psF,
1080/24psF, 1080/23.98psF
* psF is the Segmented Frame format

approx. 1.7kg

Dimensions approx. W90×H103×D180 (mm)
*Excluding projection

Operating Humidity 30％ to 90％(Non-condensing)

Storage Temperature -20℃ to +60℃

Operating
Temperature -10℃ to +45℃

DC +11 to +16V

14bit

74.1758MHz　and　74.25MHz

3200K/5600K selectable

Lens Mount BTA S-1005B

Optical System 2/3-inch R,G,B 3CCD F1．4

F11      * at 2000lx　White Reflection 89.9%

1920（H）× 1080（V）

2/3-inch 2.3 million pixel AIT CCD

Ｓ/Ｎ Ratio

External Sync Input

Electronic Shutter

Minimum Illumination
(w/ Frame Accumulation)

Minimum Illumination
(w/o Frame Accumulation)

GAIN

Limiting Resolution

56dB

HDTV: PS 1Vp-p, SYNC 0.6Vp-p
*±6dB (75Ω BNC Connector)

SDTV: VBS 1Vp-p, BBS 0.3Vp-p
*In 1080/24psF, 1080/23.98psF formats, the signal can not be
synchronized correctly with SDTV VBS/BBS. HDTV sync signal
corresponding with the scan format should be input.

Output Signals
HD-SDI x2 ch (SMPTE292M) (75Ω BNC Connector).
*Character can be embedded by camera menu.

G,B,R / Y, Pb, Pr selectable (Multi-pin Connector)

Power Consumption approx. 20W

Digital Extender 1.5X, 2X, 3X, 4X, 6X, 8X, 10X

1/100, 1/120, 1/250, 1/500,1/1000, 1/2000
* in Electronic Shutter mode 

1/15, 1/10, 1/8, 1/6, 1/5, 1/4, 1/3, 1/2, 1s, 2s,4s
* in Frame Accumulation mode

0.00054 lx
* Iris;F1.4，+54dB gain up 4 sec of frame accumulation,
100% video level, value in theory

GAMMA OFF, 0. 35, 0.40, 0.45

0.065 lx
* Iris;F1.4，+54dB gain up 100% video level, value in theory

［1080i format］
-6,-3, 0, +3,+6,+9,+12,+18,+24,+30,+36,+42,
+48,+54dB

［1080psF format］
-6,-3, 0, +3,+6,+9,+12dB
* Gain-up up to +12dB is available in 1080psF format.
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1/100, 1/120, 1/250, 1/500,1/1000, 1/2000
* in Electronic Shutter mode 

1/15, 1/10, 1/8, 1/6, 1/5, 1/4, 1/3, 1/2, 1s, 2s,4s
* in Frame Accumulation mode

0.00054 lx
* Iris;F1.4，+54dB gain up 4 sec of frame accumulation,
100% video level, value in theory

GAMMA OFF, 0. 35, 0.40, 0.45

0.065 lx
* Iris;F1.4，+54dB gain up 100% video level, value in theory

［1080i format］
-6,-3, 0, +3,+6,+9,+12,+18,+24,+30,+36,+42,
+48,+54dB

［1080psF format］
-6,-3, 0, +3,+6,+9,+12dB
* Gain-up up to +12dB is available in 1080psF format.

1000TVL

ND 100% 25% 6.2% 1.6%

1 2 3 4

3
4

2 4.    1.6%
3.    6.2%
2.    25%
1.   100%

ND FILTER

3
4

2

10
3±

3

7.88
180±490±39±2

40
±

0
.5

3/8 Triplod Mounting Screw(Depth9)

1/4 Triplod Mounting Screw(Depth6)
4-M3(Depth4)

45
±

0.5

6.5±0.5 165±1

70
±

1

32±2

55±1 14±0.5

Dimensions:mm

HDL-45E/HDL-45E1

U241C155-ED2.5  Printed in Japan


