
  |  UNICAM XE  |  CAMERA HEAD  |  CAMERA ADAPTORS  |  BASE STATIONS/CONTROL UNITS  |  VIEWFINDERS  |

BROADCAST46

Ultra Compact 3G HDTV 3CMOS Camera SystemHDL-23

The HDL-23 is a subminiature HDTV Camera with progressive 3CMOS Sensor, providing native 1080p/50 HDTV 
picture with superb colour reproduction.

RELATED ITEMS:
BSH-300  |  OCP-300/100/10  |  RM-51A

RATINGS / PERFORMANCE

Scanning System 1920 x 1080 progressive

Optical System 1/3-inch 3CMOS Sensor

Lens Mount C-Mount

Power Requirement +12 V DC

Power Consumption Approx. 20 W

Remote Control Ikegami standard OCPs (OCP-200 / OCP-100 / RM-51A)

Ambient Temperature 0 ° C to +40 °C

Max. Cable Length 15 m (standard: 5 m)

Dimensions Head: W 34 x H 40 x D 40 mm approx.
CCU: W 170 x H 58 x D 200 mm approx.

Weight Head: Less than 0.1 kg
CCU: Less than 3 kg

Performance

Sensitivity F10 at 2000 lx, 3200 K

SNR 54 dB

Limiting Resolution 1000 TVL

Output Signals

HD-SDI 1080 i / 50 Hz, 59.94 Hz 0.8 Vp-p / 75 Ω x 2 ch

DVI 1920 x 1080 p / 50 Hz, 59.94 Hz x 1 ch

HDMI (Option) 1920 x 1080 p / 50 Hz, 59.94 Hz x 1 ch

SD-VBS 1.0 Vp-p / 75 Ω x 1 ch

SD-Y/C Y : VS1.0 Vp-p / 75 Ω x 1 ch
C : 0.286 Vp-p / 75 Ω

IP Stream Output (Option)

Network Mode 10 Base-T or 100 Base-TX

Motion Picture (H.264) Profi le Data rate: 512 k - 12 M bps
Frame rate: 25/ 12/ 8/ 5/ 3/ 2/1 fps

Still Picture (JPEG) 1920 x 1080 or 1280 x 720 pixels

n 1/3-inch Progressive 3CMOS Sensor
n Multiple Output Interfaces
n Multi-Format Support

n 3G 1080P50 capable
n Compact & small
n Camera Head Size: W 34 x H 40 x D 40 mm 


