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MCP-200 ARCNET based Network Master Control Panel

Network Master Control PanelMCP-300NEW

The MCP-200 is a Arc-net based control panel system offered as an alter-
nate to the traditional Ikegami style control panels. The Arc-net system 
allows any OCP-200 to control any camera with assignment set at the 
OCP itself. System wiring is simplified with control of up to 96 cameras via 
a single coax cable between CCU locations and video control locations. 

RATINGS / PERFORMANCE

Power Requirement DC +12 V (+ 10 to +18 V)

Power Consumption 13 W (Standard)

Cable Length (max.) 10 m (MCP Cable without DC IN) 
30 m (MCP Cable with DC IN) 
100 m (LAN Cable, CAT5e or higher)

Operating Temperature 0 °C to + 45 °C (+ 32 °F to + 113 °F)

Storage Temperature - 25 °C to + 60 °C (- 13 °F to + 140 °F)

Operating Humidity 30 % to 90 % (non-condensing)

Dimensions W 204 x H 354 x D 79.4 mm
(W 8.03 x H 13.94 x D 3.13 inch)

Weight Approx. 2.6 kg (5.73 lbs)

RELATED ITEMS:
UHK-430
HDK-97ARRI
HDK-970A
HDK-97A
HDK-97C
HDK-95C
HDK-790GX
HDK-79GX

n Ethernet / Arcnet / ICCP Multi-Network     
        Control System
n Large Touch Screen LCD

n Illuminated Control Panel
n User Customize Functions
n Character Output Function (Option)

n Arcnet / ICCP Multi-Network  
 Control System 
n Supports up to 96 total Cameras 

n  7,5-inch Large Touch Screen LCD  
Panel Interface conventional  
One-by-One CSU Support

RATINGS / PERFORMANCE

Power Consumption +11 V to +16 V 

Operating Temperature 0° C to + 45 °C

Storage Temperature -25 °C to + 60 °C

Ambient Humidity 30 % to 90 % (non-condensing)

External Dimensions W 204 x H 354 x D 83.2 mm

Weight Approx. 2.4 kg

RELATED ITEMS:
UHK-430
HDK-97ARRI  
HDK-970A  |  HDK-97A
HDK-97C  |  HDK-95C
HDK-790GX  |  HDK-79GX

The MCP-300 is a newly designed network master control panel for use 
with not only Ikegamis conventional ICCP control and Arcnet based con-
trol, but also Ethernet based control, allowing customers the flexibly 
to choose the camera control system based on their needs. As a master 
control panel, it provides simultaneous operation for up to 10 cameras, 
moreover up to 100 cameras can be selected (10 cameras x 10 groups). 
The MCP-300 also supports PoE, Powering over Ethernet, so a separate 
power supply is not necessary.


